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Inscape Data Reports Launch of Online Video Demo Program 
The online video demo was 
created to give our customers a 
chance to test the capabilities of 
the AirGoggle�¥ line of 
network video cameras.    
 
This live demo allows users to 
remotely control one of our 
cameras from their own PC, 
from anywhere in the world.  
Among other functions, users 
are able to control the pan, tilt, 
and zoom of the camera. 
 
Each session is limited to 2 
minutes, so that as many 
interested parties as possible 
are allowed to view the demo.  
This is useful to our distributors 
and resellers because they can 
pass out the internet address 
w w w . i n s c a p e d a t a . c o m /
videodemo.htm to as many 
potential customers as needed 
for viewing and testing, or 
simply put the link up on their 
own websites.   
 
Demo Program Details 
Setting up an impressive 
outdoor live streaming video 
demo for a medium traffic 
website is very easy with 
Inscape Data's l ine of 

professional network video 
cameras and accessories.  
 
The AirGoggle professional 
network video camera is 

integrated with IP network 
components consisting of an 
Ethernet interface, a web server 
with advanced camera control 
functions, an MPEG-4 video 

and ADPCM audio encoder, 
and remote relay control 
functions to give users on/off 
access to many varieties of 

(Continued on page 3) 

Inscape Data Announces Release of the AirGoggle�¥�¥�¥�¥ NVC110W Wireless 
Network Video Camera 
Inscape Data Corporation, an 
innovative developer of the 
AirEther�¥ line of outdoor 
IEEE 802.11a/b/g wireless 
systems, and the AirGoggle�¥ 
l ine of network video 
s u r v e i l l a n c e  p r o d u c t s , 
announced today that it has 
released the AirGoggle 
NVC110W High Power WiFi 
Network Video Camera 
specifically designed for remote 
video surveillance markets.  
 
The AirGoggle NVC110W 
High Power WiFi Network 
Video Camera is designed with 

an unprecedented 200mW of 
high power IEEE 802.11b 
wireless transmission that 
enables great distances to be 
reached for video surveillance. 
In addition, the camera has an 
SMA connector that allows the 
usage of a high gain external 
antenna to create an extended 
distance for video surveillance, 
as far as 20 miles or further. 
Besides the standard 128-bit 
WEP security, the NVC110W 
WiFi Network Video Camera is 
equipped with end-to-end 
proprietary encryption software 
to ensure the highest security 

between the video source and 
the monitoring station.  
 
Along with other AirGoggle 
video accessories, such as the 
PT100 & PT200 Pan Tilt 
Zoom modules and MZ100 
motorized zoom lens, the 
NVC110W is a highly cost-
effective video surveillance 
system.  
 
David D Lin, President of 
Inscape Data says, "It is 
flexible, secure, cost-effective, 
and contains easy-to-use 

(Continued on page 5) 

The AirGoggle�¥�¥�¥�¥ NVC110W 
Professional Network  

Video Camera  
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TECHNOLOGY CORNER 

Outdoor Installation Considerations for Wireless & Video Surveillance 
Systems 
When installing an outdoor 
wireless or video security system 
many considerations must be 
taken into account in order to 
properly install and configure the 
s ys t e m i n  an  o u td o o r 
environment.  In this technology 
corner, we would like to discuss 
three areas for consideration, i.e. 
climate, installation accessibility, 
and weatherproof design, when 
an outdoor installation is 
performed.  These three major 
areas must be closely evaluated 
in detail when installing the 
w i re l es s  o r  t h e  v i d eo 
surveillance system.  In this 
article, we will also take a close 
look on how IP67/68 certified 
outdoor equipment and a 
weatherized camera enclosure 
would improve and support the 
outdoor installations and the 
future operations of the systems. 
 
First, climate throughout the U.
S. can have a dramatic impact on 
how outdoor equipment is able 
to operate.  Substantial 

temperature variations can occur, 
varying from extreme high 
temperatures, e.g., over 100°F in 
the summer, to below freezing in 
the winter with storms and ice.  
All these climate conditions can 
damage the equipment and 
hinder normal operation.  
Obviously, the excessive 
temperature changes could cause 
damages to the wireless and 
video systems.  If the equipment 
i s  n o t  d e s i g n e d  a n d 
manufactured to operate in 
e x t r e m e  t e m p e r a t u r e 
environments, it will not last 
long.  High humidity could also 
cause water vapor buildup inside 
the wireless and the video 
equipment enclosures.  The only 
way to avoid this problem is to 
make sure the housing or 
enclosure is clean and dry at all 
t i m e s  b y  u s i n g  a n 
e n v i r o n m e n t a l l y  s e a l e d 
enclosure.  
 
Next, installation accessibility is 
another major consideration 

when considering an outdoor 
installation.  Frequently, an 
outdoor installation could be on 
a high tower or on a high-rise 
building.  The accessibility of 
mounting, powering, and wiring 
can be difficult to service and 
installation.  It is important for 
the designer and technician to 
consider how the location will 
affect the installation labor and 
long-term serviceability of the 
wireless and video systems.   Far 
too often, the added labor, costs, 
risks, and inconvenience are not 
realized until the first time an 
installation is performed.  Site 
survey will therefore be a critical 
task to identify and assess any 
limitations on the mounting, 
powering, and wiring imposed 
by the installation site. 
 
Finally, the weatherproof design 
will play a pivotal role in the 
future operation of outdoor 
wireless and video systems.  
Fortunately, there is an 
international standard that 

supports and facilitates the 
des ign  o f  weatherp roo f 
equipment.  In the IEC 
(International Electro technical 
Commission) 60529 Standards 
document, it specifies an 
international classification 
system for  the seal ing 
effectiveness of enclosures of 
electrical equipment against the 
intrusion into the equipment of 
foreign bodies (i.e., tools, dust, 
fingers) and moisture. This 
classification system utilizes the 
l e t t e r s  " I P "  ( " I n g r e s s 
Protection") followed by two 
digits. (An "X" is used for one of 
the digits if there is only one 
class of protection; i.e., IP X4 
which addresses moisture 
resistance only.)   
 
The first digit of the IP code 
indicates the degree of protection 
against contact with moving 
parts (other than smooth rotating 
shafts, etc.) and the degree that 
equipment is protected against 

(Continued on page 4) 

Network Camera)  
-AL10160MA (16X Motorized 
Zoom Lens)  
-PTZ100 (Pan Tilt and Zoom 
Controller)  
-CH300HB (Environmentally 
controlled outdoor camera 
housing)  
-24VAC Adapter (PTZ100 and 
CH300HB power supply)  
 
The recommended software 
setting will accommodate two 
simultaneous users and is perfect 
for a medium traffic website. As 
an optional setup to spice up the 
website video demo, one can 
integrate the camera's relay 
switch to a nearby flood light 
that allows the user remote on/
off access to the lights. Please 
make sure to consult an 
electrician before proceeding.  

Video Demo Program 
(Continued from page 2) 
equipment. However, to achieve 
a successful live streaming video 
demo on your website, consider 
the minimum software and 
hardware setup requirements.  
 
Software  
-15 FPS  
-320x240 video resolution  
-256kbps video encoding rate  
- 5 1 2 k b p s  o f  d e d i c a t e d 
bandwidth, which allows 2 
simultaneous users access  
-HTML script which will 
timeout a user after 2 minutes of 
browsing  
-Set maximum user access 
limitation to 2  
 
Hardware  
-AirGoggle NVC110P (MPEG-4 

 
 
 
 
 

The AirEther�¥�¥�¥�¥ 
AP11 

Outdoor 
Wireless 

Access Point 
is IP68 Rated 
for Extreme 

Weather 
Conditions  
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Outdoor Installation Considerations 
(Continued from page 3) 
solid foreign bodies intruding into an 
enclosure.  For example, 1 represents 
protection from a large part of the body such 
as a hand (but no protection from deliberate 
access); from solid objects greater than 
50mm in diameter, 2 represents protection 
against fingers or other objects not greater 
than 80mm in length and 12mm in diameter, 
4 represents protection from entry by solid 
objects with a diameter or thickness greater 
than 1.0mm, and 6 represents protection from 
dust.  Second digit indicates the degree of 
protection of the equipment inside the 
enclosure against the harmful entry of various 
forms of moisture (e.g. dripping, spraying, 
submersion, etc.).   For example, 1 represents 
protection from dripping water, 2 represents 
protection from vertically dripping water, 3 
represents protection from sprayed water, 4 
represents protection from splashed water, 5 
represents protection against low-pressure 
jets from all directions - limited ingress 
permitted, 6 represents protection against 
direct sprays from all directions - limited 
ingress permitted, 7 represents protection 
against effects of immersion from 15cm to 
1m, and 8 represents protection against 
complete, continuous submersion in water 
from 15 meters or 50 feet. 
 
Inscape Data’s outdoor long-range wireless 
and video surveillance products are designed 
based on IP65/67/68 standards.  The 
AirEther�¥ AP11 Outdoor Access Point and 
RB11 Outdoor Bridge and Router are IP68 
certified, the AirEther CB11 Client Bridge is 
IP67 certified, and the CH300HB Camera 
Housing is IP65 certified.  These wireless and 
video products are designed to be 
weatherproof to most extreme weather 
conditions.  The added climate control 
electronics in the CH300HB ensure the 
AirGoggle�¥ network camera’s operating 
temperature is within 59°F to 104°F.  Please 
visit www.inscapedata.com for more product 
details. 
 
In summary, outdoor wireless radios and 
surveillance cameras that are “weatherproof” 
or “outdoor” rated are great for general use, 
but products that are laboratory certified 
guarantee performance under extreme 
weather and climate conditions.  For your 
next purchase of outdoor wireless or 
surveillance equipment, please look for the 
Ingress Protection (IP) rating.  You can be 
certain that when using an IP rated product, 
the electronics are secure and insulated from 
extreme weather and that your investment 

Ingress Protection (IP) Rating System 
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Electro-Comm Partnership 
(Continued from page 1) 
D. Lin states, “Electro-Comm’s 
reputation as a leading wholesale 
d i s t r i b u t o r  o f  w i r e l es s 
communications products and 
accessories is well known in the 
industry.   With its distribution 
acumen and strong customer 
support capabilities, Electro-
Comm is well placed to 
effectively market and sell our 
products to its customer base in 
North America.  I am confident 
that our growing relationship 
with Electro-Comm will yield 
long-term benefits to both our 
companies and the markets.” 
 
With this strategic distribution 
agreement, Electro-Comm will 
gain an innovative, cost-effective 
and high-quality source of 
supplies for its wireless 
communications and network 
video security systems.  Inscape 
Data will provide Electro-Comm 
with essential product training, 
technology support and updates, 
and joint marketing campaigns.   
 
Mike Brownson, President of 
Electro-Comm, notes, “We are 
extremely impressed by the 
quality, features, and price 
competitiveness of Inscape 
Data’s AirEther  and AirGoggle  
lines of wireless communication 
and network video security 
products.  We are eager to 
present these products to our 
customers, as we have seen 
increasing demands from the 
market for these types of 
products.  The AirGoggle  line of 

Premier Webinar Program 
(Continued from page 1) 
is unprecedented after 9/11.  The 
up trend for such demands is 
expected to scale as the IT 
infrastructures in governments 
a n d  e n t e r p r i s e s  m o v e 
e x p o n e n t i a l l y  t o w a r d s 
integrating services like video, 
voice over IP, and data services 
towards IP, wired and wirelessly. 
 
One of the major objectives of 
the webinar program is to bring 
the latest applications and 
technology of the integrated long 
range wireless video surveillance 
products to VARs and System 
Integrators in North America. By 
having these webinars, we hope 
to expand the knowledge and 
skills of VARs and Systems 
Integrators to proliferate their 
business and customer base. 
 
Benefits of Premier Webinar 
Program 
Authorized resellers, distributors 
and their customers can 
participate in online meetings 

UPCOMING EVENTS 

2005 Trade Show Circuit 

•  ISPCON Fall 2005 
    October 18-20, 2005 
    Baltimore, MD 
 
•  WISPCON VIII  
    October, 2005 
    Dallas, TX 

For more information about 
Inscape Data’s upcoming trade 
shows and other events, visit 
www.inscapedata.com/events.
htm     

from their desk, or wherever 
they may be, without having to 
incur travel time and cost to 
attend meetings. This provides 
the authorized distributors and 
t h e i r  c u s t o m e r s  w i t h 
considerable flexibility in 
scheduling critical meetings with 
the sales team that require the 
attendance of key participants 
and decision makers from their 
side. 
 
The program provides the ability 
for the authorized distributors’ 
personnel and their customers to 
replay presentations, product 
demos, etc. delivered by Inscape 
Data at their convenience in the 
event they were unable to attend 
the originally scheduled online 
meeting. This reduces delays in 
the sales process that otherwise 
would occur due to rescheduling 
meeting events 
 
If you are interested in attending 
Inscape Data's Premier Webinar 
Program, please visit www.
inscapedata.com/webinar.htm. 

network video security products, 
especially, is a great addition to 
our entire product distribution 
portfolio.  We are excited to add 
Inscape Data to our list of 
manufacturers.”    
 
A major demand in the 
Wireless Communications and 
Network Video Surveillance 
industries 
“According to a market research 
report by In-Stat in June 2003, 
the wi reless and video 
surveillance product shipments 
worldwide will grow from 24 
million units in 2003 to more 
than 62 million units in 2007.  
Such staggering growth will fuel 
the enormous demand for the 
wireless communications and 
video surveillance solutions that 
we offer,” notes David D. Lin. 
 
A b o u t  E l e c t r o - C o m m 
D i s t r i b u t i n g ,  I n c .  
Electro-Comm Distributing, Inc. 
(ECD), centrally located in the 
United States, is a leading value-
added distributor (VAD) of 
wireless fixed, portable and 
mobile, licensed and unlicensed 
two-way radio, broadband, 
WiMax and WiFi network 
infrastructure for more than 100 
of the best, leading-edge 
manufacturers. Through these 
product lines, the company 
serves a wide variety of vertical 
marke t s  an d  cu s to mers 
worldwide.  Founded in 1979, 
E C D  m a i n t a i n s  c l o s e 
r e l a t i o n s h i p s  w i t h  i t s 
manufacturers. www.electro-
comm.com  

NVC 110W Release 
(Continued from page 2) 
features for long distance 
wireless video surveillance 
applications. Recognizing the 
importance of easy usability and 
securi ty,  the AirGoggle 
NVC110W High Power WiFi 
Network Video Camera is 
capable of supporting extended 
distances with a higher gain 

directional panel antenna of up 
to 21 dBi for mission critical 
l o n g  d i s t a n c e  v i d e o 
applications, such as highways, 
airports, coastlines, and wireless 
life preservations.  
 
"The AirGoggle NVC110W 
High Power WiFi Network 
Video Camera is the newest 
addition to our entire video 

surveillance product distribution 
portfolio. Inscape Data is excited 
to deliver this unprecedented 
WiFi network video camera to 
the market."  
A major demand in the Wireless 
Communications and Network 
Video Surveillance industries  
 
"According to a market research 
report by In-Stat in June 2003, 

the wi reless and video 
surveillance product shipments 
worldwide will grow from 24 
million units in 2003 to more 
than 62 million units in 2007. 
Such staggering growth will fuel 
the enormous demand for the 
wireless communications and 
video surveillance solutions that 
we offer," notes David D. Lin.  



Inscape Data Corporation 
 

Inscape Data is an industry leader in wireless communication and  

network video surveillance systems.  We offer a full suite of product 

lines, including our AirEther™ IEEE 802.11a/b/g Wireless Systems 

with IP67 and IP68 certified all-weather enclosures, a broad selection 

of 2.4GHz antennas, and our AirGoggle™ Network Video Security 

Systems based on MPEG-4 video compression standards.   

 

With strong, dependable, and proven manufacturing capabilities in 

Taiwan, Inscape Data is committed to delivering products that provide 

differentiated value to its customers and partners worldwide.  Inscape 

Data looks forward to developing and introducing cutting-edge and 

unique technology solutions to the marketplace in the future.   

1615 South Main St. 
Milpitas, CA 95035 
Phone: (408) 935-8500 
Fax: (408) 935-8900 
www.inscapedata.com 

point-to-multipoint topology for a 
corporate WAN setting is not 
sufficient where layer 2 MAC 
transparency is required.  For 
example: Network Client server 
authentication, passing host traffic 
through NAT routers, network 
appl i ca t ion  requ i r ing the 
registration of  host MAC 
addresses, and passing traffic 
through smart firewalls requires 
layer 2 MAC transparency.  The 
Inscape Data proprietary layer 2 
transparency software feature is 
included with a dedicated 
firmware upgrade on the AirEther 
RB11 or AP11 outdoor wireless 
equipment.  An added advantage 
of this proprietary feature enables 
over-the-air security features 
which protect vulnerable host 
MAC addresses.  Once the 

If you purchased the Inscape 
AirEther�¥ wireless solution which 
includes the Access Point and 
Client Bridge, you are in for a 
treat.  There is a free Access Point 
firmware upgrade that will allow 
cost-effective deployment of 
point- to-point or point-to-
multipoint transparent bridges.  
This allows for up to 8 transparent 
layers and 2 remote bridge links.  
The very same equipment used for 
WISPs may be used to wirelessly 
link corporations, campuses, 
offices, or remote satellite home 
offices to form a WAN or 
Wireless LAN.    
 
Traditionally, the use of Access 
Poin t  Customer  Premises 
Equipment in a point-to-point or 

transparent bridge feature is 
enabled on the AirEther CB11/E, 
it creates a secure tunnel and 
discards packets not authorized 
across the layer 2 tunnel. 
 
To give an application example, if 
bridging 3 corporate campuses 
together, 2 AirEther CB11s and an 
AirEther AP11 will do the job 
within budget and timeline 
constraints.  The added lab 
certified Ingress Protection (IP) 
rating on AirEther outdoor 
wireless products will also provide 
wi reless per formance and 
protection for years to come.  
Check www.inscapedata.com for 
firmware upgrades and tech notes.  
 
Richard Ho 
Sr. System Engineer 

Bridging Multiple Campuses with the AirEther�¥�¥�¥�¥ 
Outdoor Wireless System 

For Media Inquiries, Please Contact: 
Marketing  Department 
Phone: (408) 935-8500  Ext. 14 
Email: media@inscapedata.com 
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HELP DESK & WIRELESS/NETWORK VIDEO EDUCATION 

Sr. System Engineer 
Richard Ho educates us 
on wireless and network 
video products 


